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TURBOWIN CONFIGURATION

Standard options are bolded.

Write the configuration value in the space provided or circle the selected option.

Leave this configuration sheet on the ship in case TurboWin must be re-installed.


Maintenance >> Station Data


Type of station
Ship
Fixed



Wind speed units = m/s
Ticked
Not ticked



Use computer time
Ticked
Not ticked



Delimiter
=
Left blank



Recruiting Country
NEW ZEALAND

Ship name
NORA MAERSK

IMO Number
9192478

Message form
Selected
Supplementary (with SST)
Supplementary (without SST)
Auxiliary

Code form
Alphanumeric
BUFR



Special projects
VOSClim
SOOP
ASAP


National groups (1 – 5)
Left blank

Average height of anemometer (m)
25

Average depth of SST (m)
9

Wave observation method
Estimated
Measured (ship)
Measured (buoy)
Measured (other)







Input >> Call sign
OZWP2




Input >> Air pressure


Barometer reading as MSL
Yes
No



Average height of barometer (m)
28







Input >> Wind speed and wind direction

Source
Estimated (True)
Measured (Apparent / North)
Measured (Apparent / Bow)
Measured (True)







Input >> Temperatures


Air temperature exposure
Psychrometer
Screen



SST exposure (usual)
Intake
Bucket
Contact
Other
Nil
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