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	SHIP OBSERVATIONS TEAM – VOS SCHEME

	
	REPORT OF INSPECTION TO FOREIGN VOS

	
	(please email this completed report to the VOS Focal Point in the Country of Recruitment)



	SHIP DETAILS

	Name of Ship
	

	Call Sign
	

	IMO Number
	

	VOS Country of Recruitment 
	
	(Refer to Pub47)


	INSPECTION DETAILS

	Inspecting PMO
	
	(Name & Location)

	Inspection date
	
	(yyyy-mm-dd)

	Country & Port of visit
	

	Reason for the visit
	


	VOS PERFORMANCE

	Recent GTS reporting history
	

	Quality of the observations
	

	Frequency of obs. from ship’s logbook
	

	Other comments
	


	SUMMARY OF ACTIONS BY PMO

	Full details of instruments recovered

(make / model / serial no. / reason) 
	

	Full details of instruments issued (make / model / serial no.) 
	

	Details of any stationery issued
	

	Details of logbooks recovered and returned to the responsible VOS FP 
	

	Electronic logbook data downloaded (email to the responsible VOS FP)
	Period of the observations recovered   (yyyymmddhh)

	
	First obs.
	
	Last obs.
	

	Other
	


	DETAILS OF INSTRUMENTS ON ARRIVAL

	Barometer
	Make / Model / Type
	

	
	Serial No.
	

	
	DA drift correction & date 
	
	(if applicable)

	
	Set to read
	
	(Station Level [SLP] or Mean Sea Level [MSLP])

	
	Condition of the instrument
	

	Barograph
	Make / Model / Type
	

	
	Serial No.
	

	
	Set to read
	
	(Station Level [SLP] or Mean Sea Level [MSLP])

	
	Condition of the instrument
	

	Screen
	Attribute
	Port
	Starboard

	
	Condition of the screen(s)
	
	

	
	Condition of the thermometers
	
	

	
	Condition of the muslin/wick
	
	

	Condition of other instruments (if applicable)

	Sea water bucket
	

	Sea thermometer
	

	Hull contact sensor
	

	NMS supplied laptop (AWS / TurboWin ) 
	

	AWS cables and connectors
	

	Whirling psychrometer and thermometers
	

	
	

	
	

	
	

	
	

	
	

	
	


	BAROMETER PERFORMANCE CHECK             
	(Ensure the pressure ‘as read’ on both barometers are set to the same level)

	TEST
	SHIP’S BAROMETER
	PMO INSPECTION BAROMETER

	
	Pressure
as read
	 DA Corrections
(Temperature & Drift)
	Corrected Pressure
	Pressure
as read
	DA Corrections
(Temperature & Drift)
	Corrected Pressure

	1
	
	
	
	
	
	

	2
	
	
	
	
	
	

	3
	
	
	
	
	
	

	
	
	Mean (a)
	
	
	Mean (b)
	

	Mean (b) – Mean (a) = (m)
	
	
	

	Current ship’s DA drift correction + (m) = (d)
	
	(if applicable)
	
	


Affix a new DA drift correction sticker if the value of (d) above is greater than or equal to 0.3 hPa.
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