FM 233: WMLGW



FM 233-16	WMLGW –XML   WATERML2 GROUNDWATER


232-16.1	Scope

WMLGW-XML shall be used for the exchange of hydrogeological information, in XML, conforming to the “WaterML 2: Part 4 – GroundWaterML 2 (GWML2)” schemas. WMLGW-XML may be used directly to encode information about key hydrogeological entities, such as aquifers, water wells, and enclosed water bodies, as well as related measurements and groundwater flows.

Notes:
1. WaterML2: Part 4 – GroundWaterML2 was developed jointly by WMO and the Open Geospatial Consortium.
2. [bookmark: _GoBack]The GWML2 conceptual, logical and physical schemas, and related XML encoding guidelines are all described in the document 16-032r2 OGC WaterML2.0: Part 4 – GroundWaterML2. The document is available at https://www.opengeospatial.org/standards/gwml2 and the reference version of the associated XML (physical) schema is available at http://schemas.opengis.net/gwml/.   (WMO retains a copy of the schema at t http://schemas.wmo.int/waterml/part4/1.0).
3. Further information on handling application schema and data modelling can be found in the Guidelines on Data Modelling for WMO Codes (available in English only from http://wis.wmo.int/metce-uml).
4. Further articles on GWML2 can be found at:
https://link.springer.com/article/10.1007/s10040-018-1747-9 
https://link.springer.com/article/10.1186%2Fs40965-018-0058-3 





